MATERIAL SAFETY DATA SHEET

Apiezon T Grease
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Date of Issue: 21 Sept 06

STATEMENT OF HAZARDOUS NATURE

Hazardous according to criteria of Worksafe Australia

IDENTIFICATION SECTION

Product Name Apiezon T Grease

Other Names

Product Code M016

U.N. Number None allocated

Dangerous Goods Class None allocated

and Subsidiary Risk

Hazchem Code None allocated

Poison Schedule None allocated

Use A vacuum grease

Physical Description and Properties

Appearance Brown, semi solid grease

Boiling Point/Melting Point MP 112oC – 137oC

Vapour Pressure

Specific Gravity 0.912 @ 20oC

Flash Point > 260oC

Flammability Limits Not flammable under conditions of use

Solubility in water Insoluble

Other Properties

Ingredients

Chemical Name CAS Number Proportion

Hydrocarbon grease 8012-95-1

Page 2 of 2

Apiezon T Grease

HEALTH HAZARD INFORMATION

Health Effects:

Acute

Swallowed: May cause nausea, vomiting and diarrhoea

Eye: May cause transient irritation

Skin: Repeated and prolonged skin contact may cause skin disorders

Inhaled: Low volatility makes inhalation unlikely

Chronic:

First Aid:

Swallowed: Do not induce vomiting. Obtain medical attention.

Eye: Wash continuously with water for 15 minutes

Skin: None envisaged

Inhaled: None envisaged

First Aid Facilities: Eye bath, safety shower

Advice to Doctor

PRECAUTIONS FOR USE

Exposure Standards: None established

Engineering Controls: None required

Personal Protection: Wash hands after use. Avoid prolonged exposure.

Flammability: Not flammable under normal conditions of use.

SAFE HANDLING INFORMATION

Storage and Transport: No special storage or transport requirements necessary

Spills and Disposal: Spilt product constitutes a slip hazard. Product and packaging must be disposed

of in accordance with local and national regulatons. May be incinerated.

Unused product may be returned for reclamation.

Fire/Explosion Hazard: Suitable extinguishing media: Carbon dioxide, dry powder, foam or water fog.

Do not use water jets.

OTHER INFORMATION

Incompatibilities

(Materials to avoid)

Strong oxidising agents

Animal Toxicity Data: Oral LD50 (rat) >2g/kg Dermal LD50 (rabbit) >2g/kg

The information published in this Material Safety Data Sheet has been compiled from data in various technical

publications. It is the user’s responsibility to determine the suitability of this information for adoption of necessary

safety precautions. We reserve the right to revise Material Safety Data Sheets as new information becomes available.

Copies may be made for non-profit use.
